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OptiWorks

Low Insertion Loss
High Isolation
Environmentally Stable

Performance Specifications

Free Space Isolator

Applications
CATV
EDFA
Tunable Laser
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Parameters Single Stage Dual stage | Single Stage | Dual stage | Unit
Operating Wavelength 1310 1550 nm
Grade P A P A P A P A
Peak Isolation(23°C) 45 42 60 55 45 42 60 55 dB
Isolation(A;,23°C) 240 =38 | 250 | =245 242 240 | =50 | =45 dB
Isolation(A;£20nm, -5~707C) 220 218 | 236 | =30 =21 219 | 238 | =232 dB
Isolation(A;£20nm, 23°C) =28 226 | 245 | 242 =30 228 | 245 | 242 dB
Insertion Loss(Typical) (23°C) 0.15 0.2 | 0.25 0.15 0.2 [(025]| 0.3 dB
Insertion Loss(23°C) <0.2 <0.3 | <04 | <05 | =<0.2 | <0.3 | <04 | <0.5 | dB
Aperture Size 0.6/0.9 0.6/0.9 mm
Power Handling 1000 1000 mw
Operating Temperature -5~70 -5~70
Storage Temperature -40~85 -40~85
) ©2.5%X2.0 ®3.0X2.5 ©2.5X2.0 ®3.0X2.5

Package Free space Isolator ®3.0X2.0 D®2.5X2.5 ®3.0X2.0 D©2.5X2.5 T
Dimension* | Pigtail free space ®2.5X14 ®2.5X14 ®2.5X14 ®2.5X14

isolator ®2.5%X10 ®2.5%X10 ©2.5%X10 ©2.5X10
* Other dimensions are also avaiable upon request
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